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EXCAVATION AND BACKFILL GENERAL NOTES:

1. EXCAVATION AND BACK FILL SHALL CONFORM TO PROJECT SPECIFICATION H334208-CS006
AND REFERENCE GEQOTECHNICAL SPECIFICATION.

2. CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO ENSURE THAT ADJACENT FOUNDATIONS ARE

i y
Eoo
I ey B A NOT DISTURBED DURING EXCAVATION AND CONSTRUCTION.
ot S )
S ] g =3 3 Q g S 3 3. CONTRACTOR SHALL CONSULT PLANT PERSONNEL FOR LOCATIONS OF EXISTING
D | | Ee D D S 0 S 0 UNDERGROUND UTILITIES, CONDUITS, GROUNDING LOOPS, ETC., WHETHER IN SERVICE OR
2 : ) © 0 2 D o o ABANDONED, PRIOR TO COMMENCING WORK.
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L 1 B I LJ L) L LJ LI 4. CONTRACTOR SHALL EXERCISE CAUTION DURING EXCAVATION TO PROTECT AND ADEQUATELY
g a 4 SUPPORT UNDERGROUND UTILITIES SCHEDULED TO REMAIN IN SERVICE.
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| AR T 5. CONTRACTOR IS RESPONSIBLE TO MAINTAIN DRY SOIL CONDITIONS FOR BEARINGS OF
PLANT NORTH ! S . FOOTINGS. FOOTINGS SHALL NOT BE PLACED IN WATER OR ON MUD.
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LAKE MICHIGAN 6. ALL WORK AREAS SHALL BE STRIPPED TO A DEPTH OF 1'—0" NOMINAL, SUCH THAT ALL

ORGANIC MATTER IS REMOVED.

7. THE EXPOSED SUBGRADE SHALL BE PROOF—ROLLED PER SPECIFICATIONS PRIOR TO
APPLICATION OF BACK FILL MATERIALS NECESSARY TO ACHIEVE FINAL GRADE ELEVATIONS.
ALL SOFT SOIL SHALL BE OVER EXCAVATED AND BACK FILLED WITH STRUCTURAL FILL OR

CRUSHED ROCK.

8. BACK FILL SHALL BE PREAPPROVED BY THE GEOTECHNICAL ENGINEER. IN GENERAL NEW
FILL SHOULD BE SIMILAR TO DOT NO. 53 OR NO. 73. MATERIAL UNDER SLAB AGGREGATE

GRADATIONS SHOULD BE NO. 9 AND/OR NO. 11.

9. PLACEMENT OF BACK FILL SHALL BE DONE IN LIFTS OF UNIFORM THICKNESS AND

COMPACTED TO A MINIMUM OF 90% MODIFIED PROCTOR TEST (ASTM D1577). LOOSE LIFTS
SHALL NOT EXCEED 8 INCHES AND SHALL NOT BE PLACED UPON SOFT MATERIALS.
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10. THE REFERENCE GEOTECHNICAL SPECIFICATION IS "AECOM” PROJECT NO. 60148360 DATED
APRIL 7, 2010.
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NOTES:

1. SURVEY INFORMATION PROVIDED BY FALK/PLI DATE
4/29/2010

2. ROUGH EXCAVATION ELEVATION WITHIN THE BUILDING
MODULE AREA IS 605.5’
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4. EXCAVATION ELEVATION OF AREA SOUTH OF PCl TRACK
HATCHED IS 604.00°. THIS AREA IS TO BE BUILT
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UP WITH 24" OF STRUCTURAL FILL TO AN ELEVATION OF
606.00" (NOMINAL).
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